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CURRENT PRODUCTS model:AF241
C O M E N TA RY  SYS T E M

Commentary system

Program + AUXx2

RTB x2

Fader operation

It is available in commentary box alone

48V microphone power supply support

4 connection

External tarry indication

Compact

AF241 up to 4 are connectable compact commentary
systems. It implements the XLR connecter other than a
connecter to connect to junction box in a commentary box
and can use it alone.

"Function"
A compressor without clipping even large input to a microphone

amplifier is built in it and provides high clear sound quality of the

clarity.

"Monitor"
There are program and AUX1, 2 three in source, and each level

adjustment is possible.

"RTB"
As for the RTB of the 2 path, each level adjustment is possible.

Additionally, it can prohibit the output with switch setting of the

bottom panel.

[AF241]
NPUTS: PGM, AUX1, AUX2
I/O CONNECTORS: Dsub25-M(#4-40)
OUTPUTS: MIC, RTB1, RTB2, MIC ON TALLY
MIC: Headset or XLR, +48V with switch
POWER: 12VDC max 500mA
DIMENSIONS: 152.6Wx41.2Hx100D  1kg
[AF242]
AF241 CONNECTORS: Dsub25-F(#4-40)
AUDIO INPUT: XLR3-F
AUDIO OUTPUT: XLR3-M
MAINS: 100-240VAC or 12VDC, 50W max
DIMENSION: 330Wx88Hx160D

"Fader"
The fader which kept a hysteresis is rough operation, but error does

not occur.

"Others"
Please refer about the customization.

Commentary Box AF241 ¥398,000
Junction Box AF242 ¥480,000
Tally Box AF243 ¥98,000
accessory  : AC cable

S P E C I F I C A T I O N S
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