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CURRENT CSP170
FADER START/STIO INTERFACE
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I/F LOGIC

START CONTACT 1

STOP CONTACT 14

FADER CONTACT
UP=MAKE
DOWN=BRAKE

CURRENT,INC.

MODEL:CSP170. SN...........
MAINS:100VAC, 50/60Hz

FUSE=1A,MAXIMUM=20W
MADE IN JAPAN

MAINS:100VAC

DISCONNECT INPUT POWER BEFOR REPLACING FUSE

FUSE

RISK OF ELECTRIC SHOCK
DO NOT OPEN

�CAUTION

!FADER CONTACT START/STOP 1-7 START/STOP 8-14

CURRENT PRODUCTS model:CSP170
FA D E R  S TA R T / S TO P  I / F

14 channel fader start stops

19 inches 1U size

The relay contact output

CSP170 is interface that fader start and stop of equipment of
up to 14 channel are possible. It outputs start and stop
command by ON, OFF of fader contact such as consoles. As
for the output, interface is possible with various equipment
for relay contact easily. Additionally, in the inside, any
configuration is possible for plug-in card configuration
superior in maintenance characteristics.

"Interface"
Command input of CSP170 increases fader, and contact makes up,

and, please note because you are compatible with type you lower it,

and to break through.

"Others"
Please refer about manufacturing of interface with specifications of

others and connection cable. MAXIMUM INPUTS: 14
INPUTS SIGNAL: MAKE CONTACT, MAX
MAXIMUM INPUTS RANGE: DC24V, 100mA
INPUTS CONNECTORS: Dsub25-F (#4-40UNC)
MAXIMUM OUTPUTS: 14
MAXIMUM OUTPUTS RANGE: DC24V, 100mA
OUTPUTS ONE-SHOT TIME: 500ms
OUTPUTS CONNECTORS: Dsub25-M (#4-0UNC)
MAINS: 100VAC 50/60Hz, MAX=15W
DIMENSIONS: 482Wx44Hx303D 4Kg

Fader start I/F CSP170 ¥298,000

accessory : AC cable
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MODEL:CSP170. SN...........
MAINS:100VAC, 50/60Hz

FUSE=1A,MAXIMUM=20W
MADE IN JAPAN

MAINS:100VAC

DISCONNECT INPUT POWER BEFOR REPLACING FUSE

FUSE

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION

!FADER CONTACT START/STOP 1-7 START/STOP 8-14
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Ribbon Hard Signal name Description Active

1 1 FAD1 FADER CONTACT 1

2 14 COM1 FADER CONTACT COMMON 1

3 2 FAD2 FADER CONTACT 2

4 15 COM2 FADER CONTACT COMMON 2

5 3 FAD3 FADER CONTACT 3

6 16 COM3 FADER CONTACT COMMON 3

7 4 FAD4 FADER CONTACT 4

8 17 COM4 FADER CONTACT COMMON 4

9 5 FAD5 FADER CONTACT 5

10 18 COM5 FADER CONTACT COMMON 5

11 6 FAD6 FADER CONTACT 6

12 19 COM6 FADER CONTACT COMMON 6

13 7 FAD7 FADER CONTACT 7

14 20 COM7 FADER CONTACT COMMON 7

15 8 FAD8 FADER CONTACT 8

16 21 COM8 FADER CONTACT COMMON 8

17 9 FAD9 FADER CONTACT 9

18 22 COM9 FADER CONTACT COMMON 9

19 10 FAD10 FADER CONTACT 10

20 23 COM10 FADER CONTACT COMMON 10

21 11

22 24

23 12

24 25

25 13

注意！ Ｄササブコネクタタの接続はＨＡＲＤピン番号で接接続してください。取付は＃４－４０インチビスです。

CAUTIONN! D-Connecctor for wiring refer toHard pin nuumber Description. Mounting screw for D-connector use #4-40 size.

CSP170 "Fader Contact" Connector Pin List (D25-F #4-40)

CSP170 (c)2006 CURRENT,INC.    powerd by clarisworks



Ribbon Hard Signal name Description Active

1 1 START1 START CONTACT 1

2 14 STOP1 STOP CONTACT 1

3 2 COM1 CONTACT COMMON 1

4 15 START2 START CONTACT 2

5 3 STOP2 STOP CONTACT 2

6 16 COM2 CONTACT COMMON 2

7 4 START3 START CONTACT 3

8 17 STOP3 STOP CONTACT 3

9 5 COM3 CONTACT COMMON 3

10 18 START4 START CONTACT 4

11 6 STOP4 STOP CONTACT 4

12 19 COM4 CONTACT COMMON 4

13 7 START5 START CONTACT 5

14 20 STOP5 STOP CONTACT 5

15 8 COM5 CONTACT COMMON 5

16 21 START6 START CONTACT 6

17 9 STOP6 STOP CONTACT 6

18 22 COM6 CONTACT COMMON 6

19 10 START7 START CONTACT 7

20 23 STOP7 STOP CONTACT 7

21 11 COM7 CONTACT COMMON 7

22 24

23 12

24 25

25 13

FADER CONTACT 8-14は1-1-7と同ピンアサインです。

注意！ Ｄササブコネクタタの接続はＨＡＲＤピン番号で接接続してください。取付は＃４－４０インチビスです。

CAUTIONN! D-Connecctor for wiring refer toHard pin nuumber Description. Mounting screw for D-connector use #4-40 size.

CSP170 "Start/Stop" Connector Pin List (D25-M #4-40)

CSP170 (c)2006 CURRENT,INC.    powerd by clarisworks




