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       Audio Router                   CSP334 ¥640,000

accessory : Remote unit, Remote cable 10m, AC cable

4x4 audio matrix router

Four 4ch source input

Meter output

Low noise, high-quality sound

High visibility Design

Suitable for source selector

Remote control

19 inches 2U size

CSP334 is an audio matrix router configured by 4 4ch source
input and 4 output. It can assign the output one of the sources
of A, B, C or D after selection. It placed a source selector for
the input of the 4x4 matrix. The high visibility panel design al-
lows that it confirms a state with quick setting. It is most suit-
able for selection and the routing application of the audio
source.

"INPUT"
It can input the 4ch source of 4 routes. In addition, the switch allowing 600 Ω ter-

mination together in 4ch is implemented.

"OUTPUT"
The signal just after the source selector is output to meter output 1-4 and can use

it as a meter and the through output for source confirmation. In addition, a signal

after matrix assignment and the level control is output for monitor output.

"Control"
It controls source selection, matrix assignment and the monitor level with a remote

unit. As for the 1/2 and the 3/4 output of the monitor output, level control is possible

SOURCE INPUTS: 4ch x4, BALANCED, 24k/600Ω
INPUTS LEVEL: REF=+4dBu, MAX=+24dBu
INPUT CONNECTOR: XLR3-F
METER OUTPUTS: 4, BALANCED 50Ω
MONITOR OUTPUTS: 4, BALANCED 50Ω
OUTPUTS LEVEL: REF=+4dBu, MAX=+24dBu
OUTPUT CONNECTOR: XLR3-M
FREQUENCY RESPONSE: 20Hz~20kHz ±0.1dB
THD: < 0.01% at 1kHz REFERENCE LEVEL
MAINS: 100VAC 50/60Hz, 15W MAX
DIMENSIONS (main unit): 482Wx88Hx303D, 4.7kg
DIMENSIONS (remote unit): 213Wx30Hx80D, 0.6kg

individually, and the continuous variable DIM control is possible to 0 to -30dB. In

addition, it can easily change the name of the button by replacing films.

"Others"
Front panel can implement Control Panel with an option. In addition, please refer

about the switcher of different specifications, the manufacturing of the router.

S P E C I F I C A T I O N S

AUDIO ROUTER
model:CSP334

�CURRENT

01 0V          14 +5V
02 SOURCE A    15 SOURCE B
03 SOURCE C    16 SOURCE D
04 MATRIX 1-1  17 Analog 1-2
05 Analog 1-3  18 Analog 1-4
06 Analog 2-1  19 Analog 2-2
07 Analog 2-3  20 Analog 2-4
08 Analog 3-1  21 Analog 3-2
09 Analog 3-3  22 Analog 3-4
10 Analog 4-1  23 Analog 4-2
11 Analog 4-3  24 Analog 4-4
12 CV 1/2      25 CV 3/4
13DIM
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BEFORE REPLACING FUSE
PUSH

PUSH
1

3
PUSH

PUSH

PUSH

PUSH

PUSH

PUSH

PUSH

PUSH
2

4

1

3

2

4

1

3

2

4

1

3

2

4

1

3

2

4

1

3

2

4
PUSH

PUSH

PUSH

PUSH

PUSH

PUSH

PS
E

FUSE

~100VAC
50/60Hz

�RISK OF ELECTRIC SHOCK
�DO NOT OPEN

CAUTION

!

REMOTE

�CURRENT,INC.  model:CSP334 AUDIO ROUTER SN    ___________  100VAC 50/60Hz, MAX=20W  FUSE=250V 1A MADE IN JAPAN   ### CAUTION ! RISK OF ELECTRIC SHOCK DO NOT OPEN ###
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CURRENT PRODUCTS model:CSP334
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AUDIO ROUTER
model:CSP334

CURRENT

01 0V          14 +5V
02 SOURCE A    15 SOURCE B
03 SOURCE C    16 SOURCE D
04 MATRIX 1-1  17 Analog 1-2
05 Analog 1-3  18 Analog 1-4
06 Analog 2-1  19 Analog 2-2
07 Analog 2-3  20 Analog 2-4
08 Analog 3-1  21 Analog 3-2
09 Analog 3-3  22 Analog 3-4
10 Analog 4-1  23 Analog 4-2
11 Analog 4-3  24 Analog 4-4
12 CV 1/2      25 CV 3/4
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Ribbon Hard Signal name Designation Active

1 1 GND GND 0V

2 14 +5V +5V +5V

3 2 S-A SOURCE SELECT SWITCH A Lo

4 15 S-B SOURCE SELECT SWITCH B Lo

5 3 S-C SOURCE SELECT SWITCH C Lo

6 16 S-D SOURCE SELECT SWITCH D Lo

7 4 S1-1 OUTPUT SELECT 1-1 Lo

8 17 S1-2 OUTPUT SELECT 1-2 Lo

9 5 S1-3 OUTPUT SELECT 1-3 Lo

10 18 S1-4 OUTPUT SELECT 1-4 Lo

11 6 S2-1 OUTPUT SELECT 2-1 Lo

12 19 S2-2 OUTPUT SELECT 2-2 Lo

13 7 S2-3 OUTPUT SELECT 2-3 Lo

14 20 S2-4 OUTPUT SELECT 2-4 Lo

15 8 S3-1 OUTPUT SELECT 3-1 Lo

16 21 S3-2 OUTPUT SELECT 3-2 Lo

17 9 S3-3 OUTPUT SELECT 3-3 Lo

18 22 S3-4 OUTPUT SELECT 3-4 Lo

19 10 S4-1 OUTPUT SELECT 4-1 Lo

20 23 S4-2 OUTPUT SELECT 4-2 Lo

21 11 S4-3 OUTPUT SELECT 4-3 Lo

22 24 S4-4 OUTPUT SELECT 4-4 Lo

23 12 CV12 CONTROL VOLTAGE MONITOR 3/4 0 to +2.5V

24 25 CV34 CONTROL VOLTAGE MONITOR 1/2 0 to +2.5V

25 13

 

 

注意！ Ｄサブコネクタのの接続はＨＡＲＤピン番号で接続してください。

取付ビスは＃４－４０イ取付ビスは＃４－４０インチビスを使用して下さい

CAUTION! D-Connector for wiring refer to Hard pin number Description.

Mounting screw for D-conMounting screw for D-connector use #4-40 size.

CSP334 "REMOTE" D25-F(#4-40) Connector Pin List

(c)2007 CURRENT,INC.
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必ず８の字巻をすること。

10m

01 0V          14 +5V
02 SOURCE A    15 SOURCE B
03 SOURCE C    16 SOURCE D
04 MATRIX 1-1  17 Analog 1-2
05 Analog 1-3  18 Analog 1-4
06 Analog 2-1  19 Analog 2-2
07 Analog 2-3  20 Analog 2-4
08 Analog 3-1  21 Analog 3-2
09 Analog 3-3  22 Analog 3-4
10 Analog 4-1  23 Analog 4-2
11 Analog 4-3  24 Analog 4-4
12 CV 1/2      25 CV 3/4
13




