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MP450 DUAL HEADPHONE AMP
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MODEL:MP450 SN._______
100VAC 50/60Hz, MAXIMUM=20W
FUSE=1A 250V, IEC127 5x20mm 

MADE IN JAPAN

RISK OF ELECTRIC SHOCK
DO NOT OPEN

�CAUTION

!

DISCONNECT INPUT POWER BEFORE REPLACING FUSE

FUSE
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CURRENT PRODUCTS model:MP450
D UA L  H E A D P H O N E  A M P

Dual, stereo headphone amplifier

XLR input

High power

19 inches 1U size

MP450 is 19 inches 1U size and is the monitor unit which
implemented a headphone amplifier of the dual. It can apply
input to line checks if set up in the patch bay.

"Input and output"
The input is general XLR type connecter, and a headphone jack is

stereo jack of 6.3mm.

"Control"
It can operate HP1 and 2 monitor levels and CUT switch by

independence.

AUDIO INPUTS: BALANCED, 12kΩ
INPUTS CONNECTOR: XLR3-F
INPUT REFERENCE LEVEL: +4dBu
HEADPHONE IMPEDANCE: >50Ω
FREQUENCY RESPONSE: 20~20kHz, ±0.1dB
THD: < 0.1%
NOISE: < -90dBu
MAXIMUM OUTPUT: 1.5W
MAINS: 100VAC 50/60Hz MAX 25W
DIMENSIONS: 482W x 44H x 303D 4kg

Headphones amp MP450 ¥248,000

accessory : AC cable
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PANEL DIAGRAM

DUAL HEADPHONE AMP MP450 NOV. 96
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DISCONNECT INPUT POWER
BEFORE REPLACING FUSE

~100VAC
50/60Hz

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION

!

model:MP450 SN ________
100VAC 50/60Hz, MAX10W

FUSE=250V 1A, IEC127 5x20mm 
MADE IN JAPAN
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PUSH PUSH PUSH PUSH

DUAL HEADPNE AMP
model:MP450

CURRENT




