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Audio Switcher
model:SL901A
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AUDIO INPUTS A AUDIO INPUTS C (4T)AUDIO INPUTS B SELECTED REMOTE

MODEL:SL901A SN_______ 100VAC 50/60Hz, MAX10W, MADE IN JAPAN
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�RISK OF ELECTRIC SHOCK

�DO NOT OPEN

CAUTION

!
RANGEFUSE (250V) IEC 127, 5x20mm

1A STANDARD BLOW 100V

A/B C

REMOTE

INPUT A

INPUT B

INPUT C

SELECTEDCUT

CURRENT PRODUCTS model:SL901A
AU D I O  S W I T C H E R

●オーディオスイッチャー
●８チャンネル、３：１
●リモートコントロール
●４Ｔ、８Ｔ切り換え
●リレー方式
●１９インチ１Ｕサイズ

ＳＬ９０１A は８ｃｈの３系統入力オーディオスイッ
チャーです。ＡとＢのソースはｃｈ１−８を個別にカッ
トすることも出来ますので８チャンネルのサラウンドソ
ースの切り換えに最適です。また、電源断時にはリレー
によりソース A が選択されますのでエマージェンシー
スイッチャー用途にも使用可能です。

◆リレー方式
ＳＬ９０１A のオーディオ切り換えにはリレーを使用していますの

で、歪みの悪化、ノイズの増加などの音質の劣化は無視する事ができ、
電源断時にはリレーによりソース A が完全バイパスされます。また、オ
ーディオ以外の制御信号などの切り換えにも使用可能です。

◆切り換えモード
８チャンネルのソースＡとＢを切り換え、その後で全チャンネルをミ

ュートする事ができます。Ｃ入力を選択した場合には１−４はＣ入力に
切り替わり、５−８はミュートされます。この機能を使って４Ｔ、８Ｔ
切り換えに応用可能です。また、ＡとＢ入力は８チャンネルを個別にカ
ットすることも出来ます。

◆リモート
ＳＬ９０１Ａはリモート制御式で、リモートパネル、ボックス等は含

まれていません。内部ロジックにはラッチ回路がありませんのでオルタ
ネートタイプのスイッチまたは、ホールドされたタリーを使用する必要
があります。リモートパネル等は仕様に合わせて別途製作いたしますの
でお問い合わせ下さい。

AUDIO INPUT A: BALANCED, Dsub25-F (#4-40)
AUDIO INPUT B: BALANCED, Dsub25-F (#4-40)
AUDIO INPUT C: BALANCED, Dsub25-F (#4-40)
AUDIO OUTPUT: BALANCED, Dsub25-M (#4-40)
REMOTE: Dsub15-F (#4-40)
MAINS: 100VAC 50/60Hz, MAX=10W
DIMENSIONS: 482Wx44Hx303D, 4kg

◆その他
標準以外の仕様にもお応えしますのでお問い合わせ下さい。

御注文型番：ＳＬ９０１Ａ
標準価格：￥３２０，０００（税別）

付属品：ＡＣケーブル

S P E C I F I C A T I O N S
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Ribbon Hard Signal name Designation Active

1 1 AUDIO INPUT A1+ AUDIO INPUT A1 HOT

2 14 AUDIO INPUT A1- AUDIO INPUT A1 COLD

3 2 AUDIO INPUT A1G AUDIO INPUT A1 GND

4 15 AUDIO INPUT A2+ AUDIO INPUT A2 HOT

5 3 AUDIO INPUT A2- AUDIO INPUT A2 COLD

6 16 AUDIO INPUT A2G AUDIO INPUT A2 GND

7 4 AUDIO INPUT A3+ AUDIO INPUT A3 HOT

8 17 AUDIO INPUT A3- AUDIO INPUT A3 COLD

9 5 AUDIO INPUT A3G AUDIO INPUT A3 GND

10 18 AUDIO INPUT A4+ AUDIO INPUT A4 HOT

11 6 AUDIO INPUT A4- AUDIO INPUT A4 COLD

12 19 AUDIO INPUT A4G AUDIO INPUT A4 GND

13 7 AUDIO INPUT A5+ AUDIO INPUT A5 HOT

14 20 AUDIO INPUT A5- AUDIO INPUT A5 COLD

15 8 AUDIO INPUT A5G AUDIO INPUT A5 GND

16 21 AUDIO INPUT A6+ AUDIO INPUT A6 HOT

17 9 AUDIO INPUT A6- AUDIO INPUT A6 COLD

18 22 AUDIO INPUT A6G AUDIO INPUT A6 GND

19 10 AUDIO INPUT A7+ AUDIO INPUT A7 HOT

20 23 AUDIO INPUT A7- AUDIO INPUT A7 COLD

21 11 AUDIO INPUT A7G AUDIO INPUT A7 GND

22 24 AUDIO INPUT A8+ AUDIO INPUT A8 HOT

23 12 AUDIO INPUT A8- AUDIO INPUT A8 COLD

24 25 AUDIO INPUT A8G AUDIO INPUT A8 GND

25 13 N.C. No Connection

CAUTION! D-Connector for wiring refer ttoHard pin number Description.

Mounting screw for D-connector use #4-40 size.

SL901A "NPUTS-A" D25-F(#4-40) Connector Pin List

(c)2001 CURRENT,INC.



Ribbon Hard Signal name Designation Active

1 1 AUDIO INPUT B1+ AUDIO INPUT B1 HOT

2 14 AUDIO INPUT B1- AUDIO INPUT B1 COLD

3 2 AUDIO INPUT B1G AUDIO INPUT B1 GND

4 15 AUDIO INPUT B2+ AUDIO INPUT B2 HOT

5 3 AUDIO INPUT B2- AUDIO INPUT B2 COLD

6 16 AUDIO INPUT B2G AUDIO INPUT B2 GND

7 4 AUDIO INPUT B3+ AUDIO INPUT B3 HOT

8 17 AUDIO INPUT B3- AUDIO INPUT B3 COLD

9 5 AUDIO INPUT B3G AUDIO INPUT B3 GND

10 18 AUDIO INPUT B4+ AUDIO INPUT B4 HOT

11 6 AUDIO INPUT B4- AUDIO INPUT B4 COLD

12 19 AUDIO INPUT B4G AUDIO INPUT B4 GND

13 7 AUDIO INPUT B5+ AUDIO INPUT B5 HOT

14 20 AUDIO INPUT B5- AUDIO INPUT B5 COLD

15 8 AUDIO INPUT B5G AUDIO INPUT B5 GND

16 21 AUDIO INPUT B6+ AUDIO INPUT B6 HOT

17 9 AUDIO INPUT B6- AUDIO INPUT B6 COLD

18 22 AUDIO INPUT B6G AUDIO INPUT B6 GND

19 10 AUDIO INPUT B7+ AUDIO INPUT B7 HOT

20 23 AUDIO INPUT B7- AUDIO INPUT B7 COLD

21 11 AUDIO INPUT B7G AUDIO INPUT B7 GND

22 24 AUDIO INPUT B8+ AUDIO INPUT B8 HOT

23 12 AUDIO INPUT B8- AUDIO INPUT B8 COLD

24 25 AUDIO INPUT B8G AUDIO INPUT B8 GND

25 13 N.C. No Connection

CAUTION! D-Connector for wiring refer ttoHard pin number Description.

Mounting screw for D-connector use #4-40 size.

SL901A "INPUTS-B" D25-F(#4-40) Connector Pin List

(c)2001 CURRENT,INC.



Ribbon Hard Signal name Designation Active

1 1 AUDIO INPUT C1+ AUDIO INPUT C1 HOT

2 14 AUDIO INPUT C1- AUDIO INPUT C1 COLD

3 2 AUDIO INPUT C1G AUDIO INPUT C1 GND

4 15 AUDIO INPUT C2+ AUDIO INPUT C2 HOT

5 3 AUDIO INPUT C2- AUDIO INPUT C2 COLD

6 16 AUDIO INPUT C2G AUDIO INPUT C2 GND

7 4 AUDIO INPUT C3+ AUDIO INPUT C3 HOT

8 17 AUDIO INPUT C3- AUDIO INPUT C3 COLD

9 5 AUDIO INPUT C3G AUDIO INPUT C3 GND

10 18 AUDIO INPUT C4+ AUDIO INPUT C4 HOT

11 6 AUDIO INPUT C4- AUDIO INPUT C4 COLD

12 19 AUDIO INPUT C4G AUDIO INPUT C4 GND

13 7 N.C. N.C.

14 20 N.C. N.C.

15 8 N.C. N.C.

16 21 N.C. N.C.

17 9 N.C. N.C.

18 22 N.C. N.C.

19 10 N.C. N.C.

20 23 N.C. N.C.

21 11 N.C. N.C.

22 24 N.C. N.C.

23 12 N.C. N.C.

24 25 N.C. N.C.

25 13 N.C. N.C.

 

 

注意！ Ｄサブコネクタの接続はＨＡＲＤＤピン番号で接続してください。

取付ビスは＃４－４０インチビスを使用して下さい

CAUTION! D-Connector for wiring refer ttoHard pin number Description.

Mounting screw for D-connector use #4-40 size.

SL901A "INPUTS-C" D25-F(#4-40) Connector Pin List

(c)2002 CURRENT,INC.



Ribbon Hard Signal name Designation Active

1 1 AUDIO SELECTED 1+ AUDIO SELECTED 1 HOT

2 14 AUDIO SELECTED 1- AUDIO SELECTED 1 COLD

3 2 AUDIO SELECTED 1G AUDIO SELECTED 1 GND

4 15 AUDIO SELECTED 2+ AUDIO SELECTED 2 HOT

5 3 AUDIO SELECTED 2- AUDIO SELECTED 2 COLD

6 16 AUDIO SELECTED 2G AUDIO SELECTED 2 GND

7 4 AUDIO SELECTED 3+ AUDIO SELECTED 3 HOT

8 17 AUDIO SELECTED 3- AUDIO SELECTED 3 COLD

9 5 AUDIO SELECTED 3G AUDIO SELECTED 3 GND

10 18 AUDIO SELECTED 4+ AUDIO SELECTED 4 HOT

11 6 AUDIO SELECTED 4- AUDIO SELECTED 4 COLD

12 19 AUDIO SELECTED 4G AUDIO SELECTED 4 GND

13 7 AUDIO SELECTED 5+ AUDIO SELECTED 5 HOT

14 20 AUDIO SELECTED 5- AUDIO SELECTED 5 COLD

15 8 AUDIO SELECTED 5G AUDIO SELECTED 5 GND

16 21 AUDIO SELECTED 6+ AUDIO SELECTED 6 HOT

17 9 AUDIO SELECTED 6- AUDIO SELECTED 6 COLD

18 22 AUDIO SELECTED 6G AUDIO SELECTED 6 GND

19 10 AUDIO SELECTED 7+ AUDIO SELECTED 7 HOT

20 23 AUDIO SELECTED 7- AUDIO SELECTED 7 COLD

21 11 AUDIO SELECTED 7G AUDIO SELECTED 7 GND

22 24 AUDIO SELECTED 8+ AUDIO SELECTED 8 HOT

23 12 AUDIO SELECTED 8- AUDIO SELECTED 8 COLD

24 25 AUDIO SELECTED 8G AUDIO SELECTED 8 GND

25 13 N.C. No Connection

CAUTION! D-Connector for wiring refer ttoHard pin number Description.

Mounting screw for D-connector use #4-40 size.

SL901A "SELECTED" D25-M(#4-40) Connector Pin List

(c)2001 CURRENT,INC.



Ribbon Hard Signal name Designation Active

1 1 SW COM SWITCH COMMON 0V

2 9 CUT1 CHANNEL CUT SWITCH 1 L

3 2 CUT2 CHANNEL CUT SWITCH 2 L

4 10 CUT3 CHANNEL CUT SWITCH 3 L

5 3 CUT4 CHANNEL CUT SWITCH 4 L

6 11 CUT5 CHANNEL CUT SWITCH 5 L

7 4 CUT6 CHANNEL CUT SWITCH 6 L

8 12 CUT7 CHANNEL CUT SWITCH 7 L

9 5 CUT8 CHANNEL CUT SWITCH 8 L

10 13 A/B SELECT PORT B SWITCH L

11 6 8T/4T SELECT 4T SWITCH (SELECT PORT C) L

12 14

13 7

14 15

15 8

CAUTION! D-Connector for wiiring refer toHard pin number Description.

Mounting screw for D-connectoMounting screw for D-connector use #4-40 size.

SL901A "REMOTE" D15-F(#4-40) Connector Pin List

(c)2001 CURRENT,INC.




